Q1.

The following figure shows the apparatus used to investigate the waves in a stretched
string.
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The frequency of the signal generator is adjusted so that the wave shown in the figure is
seen.

At this frequency the string vibrates between the two positions shown in the figure.
(a) The wavelength of the wave shown in the figure above was measured as 80 cm

What piece of apparatus would have been suitable for measuring this wavelength?

(1)

(b)  Write down the equation which links frequency, wavelength and wave speed.

(1)

(c) The string in the figure above vibrates at 55 Hz

Calculate the wave speed of the wave shown in the figure.

Use data given in the figure.

Wave speed = m/s

()

(d) The frequency of the signal generator is increased.
This makes the wavelength of the wave change.
The wave speed stays the same.

Describe how the apparatus could be adjusted to show one complete wave without
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reducing the frequency.

(2)
(e) A student wants to investigate how the speed of a wave on a stretched string
depends on the tension in the string.
The student uses the apparatus in the figure above.

Describe a method the student could use for this investigation.

(4)
(Total 11 marks)

Q2.

Waves may be longitudinal or transverse.

(a) Describe the differences between longitudinal waves and transverse waves.
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(3)
(b) Radio waves are electromagnetic waves.

Describe how radio waves are different from sound waves.

(4)
(Total 7 marks)
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Mark schemes

Q1.

(@)

metre rule
allow metre ruler
allow tape measure
do not accept ruler
do not accept metre stick

(wave) speed = frequency x wavelength
allow v =fA

an answer of 44 (m/s) scores 3 marks
80cm=0.8m

v=55x%x0.8

this mark may be awarded if wavelength is
incorrectly or not converted

v =44 (m/s)
allow correct calculation using an incorrectly or
not converted wavelength

an answer of 4400 (m/s) scores 2 marks

move the (wooden) bridge

to the right
dependent on 1st mp being scored
OR
change the mass/weight (on the string) scores 1 mark
add more masses/weights (to the string) scores both marks

Level 2: The design/plan would lead to the production of a valid outcome. All
key steps are identified and logically sequenced.

Level 1: The design/plan would not lead to a valid outcome. Some relevant
steps are identified, but links are not made clear.

No relevant content
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Q2.

(@)

Indicative content

add or take away masses from the string (ignore any stated values)

adjust frequency using the signal generator and/or move the wooden bridge
observe a steady / stationary pattern measure the wavelength

calculate wave speed from frequency and wavelength

a Level 1 answer should include a way of changing tension a complete Level 2
answer would include either changing frequency and/or moving the bridge

(1]

the oscillation / vibration (causing the wave)

a movement causes the wave is insufficient

for a transverse wave is perpendicular to the direction of energy transfer
accept direction of wave travel

and for a longitudinal wave is parallel to the direction of energy transfer
accept direction of wave travel

if no marks awarded allow 1 mark for correctly linking
perpendicular with transverse and parallel with longitudinal

the marks may be scored by the drawing of two correctly
labelled diagrams

for radio waves:
accept converse for each mark

are transverse

travel at speed of light / higher speed

have greater frequencies

can travel through vacuum
accept sound waves are not electromagnetic for 1 mark

[7]
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